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UVOD A OPATRENIA

Tento ndvod vas prevedie softvérovou aktualizaciou detektor falSovanych Safescan 185-S. Postupujte pokynmi
krok za krokom, aby ste zabezpecili spravnu aktualizaciu zariadenia.

DOLEZITE PRIPRAVNE KROKY

Tato aktualizacia sa vykonava cez pripojenie USB.
To znamena3, ze zariadenie Safescan 185-S musite
pripojit k pocitacu pomocou kabla USB.
Pripojenie USB je umiestnené na zadnej
strane zariadenia Safescan 185-S.

Do zariadenia

Pozaduje sa kabel USB typu USB A (M) — Mini USB (M).
V pripade, ze nemate tento typ kabla, mbzete si ho objednat
na webe www.safescan.com

Do pocitaca

9 Ak vas pocitac pouziva systém Windows 7 alebo vyssi, mal by zariadenie Safescan rozpoznat automaticky
(ako ,Prolific USB-to-Serial Comm Port”). M6Zete to skontrolovat v Spravcovi zariadeni systému Windows.
Ak vas pocitac zariadenie Safescan nerozpoznd, zobrazi sa vedla textu,USB-to-Serial Comm Port” ZIty
vykri¢nik. V takom pripade nainstalujte na svojom pocitaci ovladac zariadenia, pre systémy Windows
XP/7 alebo Windows 8/10.
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« Ak chcete stiahnut ovladace a instalacné instrukcie pre Windows XP / Vista / 7, kliknite tu
« Ak chcete stiahnut ovladace a instalacné instrukcie pre Windows 8 / 10, kliknite tu



http://www.safescan.com/driver-prolific-xp-vista-7
http://www.safescan.com/driver-prolific-8-10

UVOD A OPATRENIA

Pred aktualizaciou pocitadla bankoviek sa uistite, ze si zariadenie a vnutorné senzory riadne
vydcistené a nie su zaprasené. Cistiace karty si méZete objednat na webe www.safescan.com. Prach je
najlepsie odstranit pomocou stlateného vzduchu (napriklad pomocou spreja na vyfukavanie prachu).

PREJDITE NA PROCESU AKTUALIZACIE ~ {


http://www.safescan.com/driver-prolific-xp-vista-7
http://www.safescan.com/driver-prolific-8-10

AKTUALIZACIU SOFTVERU

1. Vypnite zariadenie Safescan 185-S.

2. Pripojte zariadenie Safescan 185-Sk pocitacu prostrednictvom kabla USB typu
USB-A (M) — Mini USB (M).

Do zariadenia

Do pocitaca

3. Pripojte napajaci adaptér do Safescan 185-S.

4, Stlacte a podrzte [MODE] tlacidlo (1), potom stlacte [ON / OFF] tlacidlo (2), zatial co
stale stlaCeni tlacidla [MODE]. LED displej ukazuje --- ikony. To indikuje, Ze je zariadenie v
rezime stahovania. Ak sa na displeji nezobrazuje tieto ikony skuste to znova.
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AKTUALIZACIU SOFTVERU
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11.

Prejdite do umiestnenia so subormi aktualizacie a vyberte subor s aktualizaciou zakladnej
(5185-S_Update_Sxx-xx.UPL).

Tento softvér bude automaticky znamenat, Zze zékladna doska softvér bude aktualizovany a
bude pytat, ¢i chcete pokracovat v aktualizacii.
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Ak sa zobrazi sprava [Can’t identify software information from file. Select target?], kliknite
na tlacCidlo [Yes] a vyberte [Main Board] na panel “Select Target”.

Warning Dialog g

‘ Select Target

@ Main Board Receiver Board (" 3D Slave Board ¢ ICD Panel € Fet Board

Can’ t identify software information Funets Sk
from file, Select target? Load File
File Size w6112 Send Size 0

et Update software of Mein Board

Kliknite na tlac¢idlo [Update Soft], ¢im spustite nahravanie softvéru do zariadenia. V nastroji na

aktualizaciu sa zobrazi panel priebehu.
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Ak sa zobrazi sprava [Can’t find available device], nainstalujte na pocitaci ovladac pre systém
Windows XP/7 alebo Windows 8 /10 a zopakujte proces aktualizacie.

« Ak chcete stiahnut ovladace a inStalacné instrukcie pre Windows XP / Vista / 7, kliknite tu
« Ak chcete stiahnut ovladace a inStalacné instrukcie pre Windows 8 / 10, kliknite tu


http://www.safescan.com/driver-prolific-xp-vista-7
http://www.safescan.com/driver-prolific-8-10

AKTUALIZACIU SOFTVERU

12. Pri dokonceni aktualizacie (100%), pricom
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AKTUALIZACIA JE HOTOVA




