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Pokud v&s pocitac bézi na systému Windows 7 ¢i novéjsim systému, vase zafizeni Safescan by mélo byt
automaticky rozpoznano (ve spojeni “Prolific USB-to-Serial Comm Port”). To Ize zkontrolovat ve Spravci

zarizeni systému Windows.

Pokud vas pocita¢ nerozpozna zafizeni Safescan, uvidite vedle spojeni "USB-to-Serial Comm Port" Zluty
vykFicnik A .V tomto pfipadé musite ru¢né nainstalovat ovladace zafizeni. Tento postup
popisuje, jak nainstalovat ovladace pro Windows XP, Windows Vista nebo Windows 7.

PREJDETE NA POSTUP INSTALACE OVLADACE —




INSTALACE OVLADACE

Zkontrolujte ovladac ve Spravci zarizeni Windows

To lze provést nasledujicim takto:
1.1

Pravym tlacitkem mysi kliknéte na "M@j pocitac" ikona (mUze byt také nazyvana "Pocitac"
nebo "Tento pocitac" a vyberte "Spravovat". Na dalsi obrazovce zvolte "Spravce zarizeni".
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Ve Spravci zafizeni poklepejte na kategorii “Porty (COM a LPT)" a rozbalte ji. Zobrazi se
vykfi¢nik u "Prolific USB-to-Serial Comm Port". To znamena, Ze je problém s
ovladaci zafizeni, a zafizeni neni spravné rozpoznano systémem Windows.

1.2
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1.3 Tento aktualiza¢ni balicek obsahuje 1 soubor: "PL2303_Prolific_Driverinstaller_

v1.12.0.exe "

PL2303_Prolific_Driverdnstaller v112.0 Tento soubor ulozZte na snadno pfistupném

misté napfiiklad na plochu.

1.4 Poklepejte na soubor PL2303_Prolific_Driverinstaller_v1.12.0.exe.
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1.5 Instalace ovladace se pfipravuje, objevi se nasledujici obrazovka:

PL-2303 USB-to-Serial - InstallShield Wizard
e con S

Preparing Setup
Please wait while the InstallShield ‘Wizard prepares the setup.

PL-2303 USB-to-Serial Setup is preparing the InstallShield ‘wizard, which will guide vou thiough
the rest of the setup process. Please wait.

InstallShizld

Caniel

1.6 Spustise instalace ovladace. Objevi se nasledujici obrazovky: Klepnéte na tlacitko [Dalsi],
abyste pokracovali v procesu instalace. Zobrazi se ukazatel pribéhu.

PL23IJ3 USB-to-Serial Driver PL2303 USB-to-Serial Driver Inst
| Setup Status

‘Welcome to the InstallShield Wizard for PL-2303
USB-to-Serial

PL-2303 USB-to-Senal is configuring your new software installation.

The InstallShield Wizard will install PL-2303 LISEB-to-Serial
on your computer. To continue, click Nest.

Installing
C:h MECC3713C-0844-40E3-95F1-7D0704F1CESE P _Setup.dl

InstallShield
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1.7 Nasledujici obrazovka se objevi na znameni, Ze ovladac byl Uspésné nainstalovan.

Klepnéte na tlacitko [Dokoncit] pro ukonceni.

PL2303 USB-to-Serial Driver Inst
InstallShield Wizard Complete

The InstallShield Wizard has successfully installed PL-2303
USB-ta-Serial. Click Finish to exit the wizard

1.8 P¥i pfipojeni Safescan zafizeni pomoci USB kabelu k po¢itaci, bude Windows
hledat spravny ovladac zafizeni. Objevi se zprava ve stavovém fadku.

Windows XP Windows Vista / Windows 7

Installing device driver software % *

i) Found New Hardware
Click here for status,

Prolific U5E-to-Serial Comm Port
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1.9  Vsystému Windows Vista / Windows 7 miizete Nasledujici obrazovky se objevi:
zobrazit podrobnosti o pribéhu instalace T m— =
kliknutim "Pro stav kliknéte sem." Installng device driver software

USE-Serial Cantroller () 5earching Windows Update...

Obtaining device driver seftware from Windows Update might take a while.
Skip obtaining driver software from Windows Update

v

1 Driver Software Installation W= ===

Installing device driver software

USB-Serial Controller ) Installing driver software...

Close
([ —
2L Driver Software Installation ===
Prolific USB-to-Serial Comm Port (COM3] installed
Prolific USB-to-Serial Comm Port (COM3) o Ready to use

1.10 Ve stavovém radku se také zobrazi zprava, ze ovladace byly Uspésné nainstalovany:

Windows XP Windows Vista / Windows 7

i) Found New Hardware

Your new hardware is installed and ready to use. Prolific USB-to-Serial Comm Port (COM3) 2 X

@ Device driver software installed successfully.

JE NYNi AKTUALIZOVAN




